
2
-28

2-28

Lo
ad

 C
el

ls
 (L

o
ad

 T
ra

n
sd

u
ce

rs
)

TR
A

N
SD

U
C

ER
S

φF

（
C
）

A B

φD
φE

□
40

G

SR

4×M8 d=15

（H）

J

LCH-F
High-accuracy Compression Load Cell

Able to  Measure Compression 
Loads with Nonlinearity 0.02%.

Useable in high humidity.

■Dimensions

●Remote sensing possible
●Watertight structure

crimp-style terminals

Rated Capacity See table below.
Nonlinearity Within ±0.02% RO
Hysteresis Within ±0.02% RO
Repeatability 0.02% RO or less
Rated Output 2 mV/V ±0.1%

●Nonlinearity: 1/5000　●100 kN & 200 kN 

Safe Temperature -35 to 80°C
Compensated Temperature -10 to 60°C
Temperature Effect on Zero Within ±0.0015% RO/°C
Temperature Effect on Output Within ±0.001%/°C

Safe Excitation 20 V AC or DC
Recommended Excitation 1 to 10 V AC or DC
Input Resistance 350 Ω±0.5%
Output Resistance 350 Ω±0.5%
Cable  6-conductor (0.5 mm2) chloroprene shielded cable, 
               9.5 mm diameter by 5 m long with crimp-style terminals for 4 mm  
               (Shield wire is not connected to the case.)

Safe Overloads 200% 
Natural Frequencies See table below.
Weight See table below.
Degree of Protection IP67 (IEC 60529)

Specifications
Performance

Environmental Characteristics

Electrical Characteristics

Mechanical Properties

*Excluding cable

LCH-F
Recommended 

products for 
combination

Saddle CA-50B

Optional Accessories   (For details, see pages 2-72 to 2-76) 

●Static measurement ●Dynamic measurement

→ 3-25

Data Logger 
UCAM-60B

→ 3-63

Universal Recorder
EDX-100A

→ 3-55

Universal Recorder
EDX-200A

→ 3-100

Instrumentation Amplifier
WGA-710C

●Physical quantity 
　indication

→ 3-9

Signal Conditioner
CDV-900A

LCH-10TF
LCH-20TF

100 kN
200 kN

≈ 7.5 kHz
≈ 7 kHz
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≈ 12 kg
≈ 17 kg
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